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DESCRIPTION
Premier Multi-Bond is a polymer modified cementitious product designed for use in priming, adhering and finish 
coating foam shapes used in architectural exterior decorative trim. Premier Multi-Bond is a totally pre-blended 
product requiring only the addition of water to achieve a high bonding and high impact resistant base coat. 
Premier Multi-Bond has excellent workability and applicability.

JOB PROCEDURES
Mixing

Premier Multi-Bond needs only the addition of clean, potable water. It can be mixed in a mechanical mixer or with 
a drill mixer. Mix for three to five minutes achieving a heavybodied, paste-like consistency. Let mixed product sit 
for five minutes, then mix again for about one minute to break the initial set. Do not add any additives to Premier 
Multi-Bond unless specified by the manufacturer.

The mixed Multi-Bond should be somewhat sticky and with sufficient body to take up any minor irregularities in 
the surface of the substrate and provide physical support for EPS foam shapes.

APPLICATION
Premier Multi-Bond can be used to both stick the foam shape to the base coat and coat the foam shape as well. 
Generally, the adhesion of Premier Multi-Bond will be sufficient to hold the foam shape in place. On larger and 
heavier shapes, it may be necessary to place the shapes with nails imbedded into the basecoat but not through 
the foam shape. The nails will hold the shapes in place until the adhesive has set.

Following EIMA guidelines it is recommended to use a mesh product (fiberglass or synthetic) over the foam shape 
prior or during the application of Premier Multi-Bond. The mesh product must be completely imbedded in the 
Premier Multi-Bond layer so that so that only the foam coating is visible. The foam coating can be finished with a 
trowel or float, depending on desired finish texture.

All butt-joints must be mudded and mesh taped to minimize cracking. Minimum thickness 
of Premier Multi-Bond coating is 1/8 inch.

CLEAN UP
Immediately clean all tools and equipment with water after use. If 
allowed to dry, scraping product off tools and floors will be required.
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CURING
Wait a minimum of twenty four hours before further work on the surface of bonded components in order 
to avoid any movement that could weaken bond between the components.

In dry, hot weather, Premier Multi-Bond should be moist cured to ensure proper hydration.

To insure proper adhesion of color coat, application should take place within forty eight hours. After forty 
eight hours, it is recommended to apply a bonding agent to the coated shape prior to application of  
finish coat.

COMPOSITION
Premier Multi-Bond is a proprietary formulation consisting of portland cement, dispersible powder 
copolymers and inert aggregates packed in water-resistant multiwalled bags.

Raw materials meet or exceed the following:

Portland cement 		  ASTM C150

Aggregates	 ASTM C144

COVERAGE:
One fifty pound bag will cover fifty to sixty-five square feet at 1/8 inch thickness.

SHELF LIFE:
Four to six months if kept in a dry condition.

LIMITATIONS:
Premier Multi-Bond should not be used when temperatures exceed 110°F (43°C) or fall below 40°F (4°C) 
within twenty four hours of application.
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